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1 ҒᵜҞ  

1.1 Ғᵜ Ҟ 

RG-WS6008 └ ₮ Ҋѿף └ ֟ ̆ ᴋᵥ 2 3

Ҭ̆ ꜚᴋᵥ ᴆ ׆̆ ᶫ ῃ └Ȃ 

1.2 Ғᵜᶸ  

图 1-1  ╠  

 

 1-2   

 

 产品铭牌位于产品底部。 

1.3 Ғᵜἷ ᾭ 

 ᵬ  

PWR ̔ ֦ 

῏ ̔Ҍ֦  

SYS ҉ ∆ ̔  

∆ ̔ ֦ 

̔ ֦ 

1-8 link/ACT  / / ᾠ Link̔ ֦ 

̔  

1-8 speed  ᾠ̔ ֦ 

/ ᾠ̔Ҍ֦ 

7F-8F ᾠᾣ  link̔ ֦ 

̔  
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1.4 Ғᵜἆῠ ― 

ҍ  RG-WS6008 

֟ ̂ ¦ ¦  ̃ 440mm¦200mm¦43.6mm 

 1U 

 ‪ 2.9kg 

 RG-WS6008 

ҙⱵ  
6ҩ10/100/1000Base-T ץ ̆ῒҬ 1 ᵬҹMGMT ᶏ  

2 ᾣ ̆ᵬҹ ᶏ ̆ 10/100/1000Base-T  

 
1ҩRJ45 Console  

2ҩUSB  

 

1ҩ  

1ҩ  

10ҩҙⱵ  

 
1ҩ ᵝ  

1ҩ  

ҍⱳ  RG-WS6008 

ⱳ  40W 

῀  100V AC~240V AC̆50Hz~60Hz 

₮  12V/3.33A 

ҍ  RG-WS6008 

 

ᵬ ̔0℃͘45℃ 

Ữ ̔-
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 注意 

● 请在搬运及使用过程中避免振动和冲击。 

 

 警告 

● 设备电源中的熔断器不可拆卸。 

● 在居住环境中，运行此设备可能会造成无线电干扰。 
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2 ḟ  ᶴ֜ײַ׀

2.1 ḟԄ↕ổ҅  

└ Ҭ ᵬ ῒ̆ ᶏ ῏ ⌠ ҩ ᵬȂ └ ᶏ

Ҭ ₮ Ҋ ῃ ̔ 

 Ҍ ̆ӞҌ ᵣ ῀ Ȃ 

 Ȃ 

 Ȃ 

 Ҭᵹ Ȃ 

 Ҍ ץ ᵟ ᴆ ̆ҹ ȁ ̆ Ȃ 

 ΐȁ ᴆ ֲ ץ̆ Ȃ 

 ᶏ UPS Ҍ ̆ѿ ץ ᾧ ̆ ѿ ץ ᾧ Ȃ 

 Ҍ‰ ̆ ̆ ̆ Ҍ‰ Ȃ

‰ ̆ ῤ ̆ ѿ ᶏ 10 ̆

Ҍ‰ Ȃ 

 ҹḠ ᵬ̆ Ữ Ҭ Ữ / Ữ Ȃ 

 用错误型号的电池可能会对设备造成损坏和发生危险。请勿自行进行电池更换，联系锐捷网络客户服务部技术进行处

理。 

 警告：本设备不适合在儿童可能会出现的场所使用。 

 若存储时间超过 18 个月，则需对设备进行上电且不间断运行 24 小时，完成设备激活。 

 设备应该安装和使用在受限制接触区。 

 此类设备为专业设备需专业人员或相关技术人员来安装。 

2.2 ḟ ♩ᶪ ₱ 

RG-WS6008 └ ֟ ῤᶏ ҹ̆Ḡ └ ֟ ᵬ ᶏ Ȃ Ҋ↓

̔ 

2.2.1 ╗ẘ/╜ẘ ₱ 

ҹḠ ᵬ ῒᶏ ̆ ѿ Ȃ ̆↕ Ҍ

̕ ᵞ̆↕ ᴪ Ҝ ꜚ̆ Ṝ

Ҋ ֟ ̆ ҉ ῤ Ȃ ᴪⱴ ̆ᶏ ᵞ̆Ҥ ῒ

ᶏ Ȃ Ҋ ̂ΐᵣ֟ ľ֟ ׃ Ŀѿ Ҭ ̃̔ 

  

ᵬ ᴆ ᵬ ᴆ ᵬ ᴆ ᵬ ᴆ 
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15Ņ~30Ņ 0Ņ~45Ņ 40%~65% 10%~90% 

 工作环境温度湿度是指在设备机架前后没有保护板时距地板以上 1.5m 和距设备架前方 0.4m 处测量所得的数值。 

 短期工作条件指设备连续工作不超过 48 小时或每年累计不超过 15 天。 

 极端恶劣工作环境一般指设备所在机房内空调系统出现故障，每次不应超过 5 小时即能恢复正常工作范围时可能出现

的环境温度和湿度值。 

2.2.2 ∆֛ẘ ₱ 

ῃӞ ѿ ̆ ῤ ҉ᴪ ̆ Ҍ ̆Ҍᵖ ̆ ғ

Ḥ Ȃ ῤ Ẓᵞ ̆ ֟ Ȃ 

̂ȝP̃ 0.5 1 3 5 

̂ ̃ 1.4×107 7×105 2.4×105 1.3×105 

̆ Ҭ Ӟ Ҥ ̆ ֓ ᵣᴪⱴ ֓ ᴆ ̆

ῤ ԋ ȁ ȁԋ ȁ ȁ ᵣ ΐᵣ └ṿ Ҋ ̔ 

ᵣ ̂mg/m3̃ ̂mg/m3̃ 

ԋ SO2 0.2 1.5 

H2S 0 0.03 

ԋ NO2 0.04 0.15 

NH3 0.05 0.15 

Cl2 0.01 0.3 

2.2.3 ⸗ ₱ 

└ ֟ ᵬԅ ̆p ׅᴪ ֟ Ȃҍ Ḥ Ҭ Һ

Ҋңҩץ ̔ 

 ȁ Ȃ 

 ῤ ῤ Ȃ 

̆ҹ Ạ⌠̔ 

 Ȃ 

 ῤ Ȃ 

 Ḡ Ȃ 

 ̆ ᵬ Ȃ 

 Ҋ ҉ ᵬ ҉ ῀ ҬȂ 

 └ ֟ ̆ ᾧ ҉ ᾝ ᴆȂ 
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2.2.4 ἍẆἀ ₱ 

Һ ȁ ̆Ҋ ѿ֓ ̔ 

 ᶫ Ȃ 

 └ ֟ ᵬ Ҍ ҍ ⱬ ѿ֓Ȃ 

 ⱳ ȁ Ȃ 

 Ȃ 

2.2.5 ‭ ḟ  

└ ֟ ῤ ᵬ ҉̆ Ḡ Ҋץ ᴆ̔ 

 └ ֟ ῀ ԍ≠ץ̆ └ ֟ Ȃ └ ֟

19" ‰ ҉̆ ᴆ ̆Ӟ ץ └ ֟ ‪ ҉Ȃ ̆

Ȃ 

 ᵬ Ȃ 

 ᵬ ̆ └ ֟ ῒ ᴆ Ȃ 

 ᵬ Ȃ 

2.3 ḟ ṩԎᵘ ᶴ 

ҹԅ ≠̆ ‰ ѿҊ ΐ ̔ 

ΐ Ҝ₴ȁ  
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3 Ғᵜַײḟ  

3.1 ᾢ ὔֹᵷҒᵜַײḟ ∫  
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 ᶏ ⌠ └ ֟ ҉̆ ₮ 10cm Ȃ 

 Ҍ ҉ Ȃ 

3.3 ḟ ⸗╟  

RG-WS6008 └ ֟ ֜ ̔100-240V~/50-60HȂ Ȃ 

 具体产品支持的电源类型请参考产品介绍。 

└ ֟ ҈ ̆ ᶏ Ҭ ҈ ⱳ ̆ Ҭ
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 9600bpŝ ̃̆57600bps̆115200bps 

Ⱶ 

1. פ Ȃ 

2.ҍ Ȃ 

3. ᵬѿҩ ̆ ᶫ ῀ ⱵȂ 

ץ Ҋץ └ ֟ └ ̔ 

ᶏ ̆ѿ ⌠ └ ̆ ѿ ⌠ DB-9 Ὲ ҉Ȃ 

3.6 ḟ ᵄַײ‭  

└ ֟ ̆ ҉ ꜚ╠ ᾢ Ҋ ̔ 

 ҉̆ ҍ ̕ ᵬ ҉̆

̆ ᵬ Ȃ 

 ҍ ѿ Ȃ 

 Ȃ 

 
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4 Ồ ἷḿ 

4.1 Ấ Console ᴬ ♩ᶪ 

└ ֟ ѿ ᶏ Ṝ̆ Console └ ֟ ̆ΐᵣ ᵬ Ҋ̔ 

 ѿ ̔ ѿ ұ ‰ RS232 └ ֟ Console ̂Ӟ └

̃ Ȃ 

 ԋ ̔ ̆ ↕̆ ᴏ ̆ Windows ᵬ ᶫ Hyperterm

̂ ̃ ȂץҊץ ҹᶛ̆ ΐᵣ ᵬ ̔ 

1) ᴆ̆ ̆  4-1 Ȃ 

2) └ ֟ Console ұ ̆  4-2 Ȃ 

3) ̔9600 ȁ8 ᵝ ᵝȁ1 ᵝẢ ᵝȁ ȁ ̆  4-3 Ȃ 

4) ₯ľ ᴆĿ->ľ Ŀ-> ľ Ŀ̆ ᴏ ҹ VT100̆  4-4 Ȃ 

 4-1  

 

 4-2 └ ֟ Console ұ  
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 4-3 ұ  

 

 4-4 ᴏ  
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̆ └ ֟ ҉ Ȃ 

4.2 Ғᵜѕ⸗ᵎח 

ѕ⸗׀‭  

҉ ӊ╠̆ └ ֟ Ҋ ̔ 

 Ȃ 

 ᶫ ҍ └ ֟ ѿ Ȃ 

 ̆ Ȃ 

 请在无线控制器产品上电之前，确认无线控制器产品供电开关的位置，以便在发生事故时能够及时切断供电电源。 

ᾢ ὔֹᵷҒᵜѕ⸗ 

 └ ֟ ᶫ
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̂ ̔҉ ץ ⌠ ̆ └ ֟ ץ ⌠ ꜚȂ  ̃

 └ ֟ ╠ ҉  

̂ ̔ ѿ ľ֟ ׃ ĿҬ ֟ ѿ Ȃ̃ 

  

̂ ̔ └ ֟ ҉ ҉ᴪ └ ֟ ᴆ Ḥ Ȃ̃ 

ᵎח  

└ ֟ ѿ ꜚ̆ᴪ₮ ᵌ Ҋ Ḥ ̔ 

*********************************************** 

Boot 1.2.8-00388-ge03a279 (Build time: Nov 19 2014 - 10:11:45) 

 

DRAM: 2 GiB 

NAND:  512 MiB 

Flash: 8 MiB 

SETMAC: Setmac operation was performed at 2015-03-07 13:54:53 (version: 11.0) 

Press Ctrl+C to enter Boot Menu  

Bootloader: Done loading app on coremask: 0xf 

Starting Devices Initializations...                                     [  OK  ] 

 

adding user rgosm... 

adding user guest... 

adding user sslvpn... 

adding user postgres... 

*Mar  7 14:00:40: %SYS-5-AC_POWER_ON: System coldstart. 

 

Press RETURN to get started 

*Mar  7 14:00:51: %LOCALEAP-6-PKIMANAGE: Generate Self-Signed PKI successfully 

*Mar  7 14:00:51: %LOCALEAP-6-PKIMANAGE: Self-Signed PKI is activated 

*Mar  7 14:00:51: %LOCALEAP-6-PKIMANAGE: Self-Signed P
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5 ḟ ᾆ ᶳⱣ 

5.1 ὑ ⸗╟ᾆ  

RG-WS6008 └ ֟ ץ ╠ ҉ PWR ∞ └ ֟ ₮ Ȃ

ѿ Ҭ ̆ ₮ ̆ Ҋ ̔
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